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19’’ SERVER CABINETS TYPE SR 600, SR 700, SR 800
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Server cabinets are intended for server installation. The main feature of the server 
cabinet is a reinforced horizontal and vertical 19″ profile, which gives the cabinet even 
greater strength. Hence, the cabinet is intended for installation of heavy components. 
Due to the nature of the equipment, which is mounted into the server cabinet, the 
cabinet is excellently ventilated with a system of perforated metal doors, consequently 
preventing overheating of sensitive telecommunication equipment

Cabinet technical description:

The cabinet is constructed of a frame, which 
is made of a steel sheet 1.5 and 2mm thick 
(colour Ral 7016), attached to the vertical 
supporting extruded aluminium profile 
(colour Ral 9006, 7016).

A reinforced 19″ system made of steel 
zinc-coated sheet is fixed to longitudinal 
profiles, which enable depth space of a 19″ 
system. 

On the front side there are glass doors in a 
perforated metal frame with a lock. Door 
glass is tinted gray. 

Metal perforated doors in the rear enable 
better ventilation. 

Side panels are quickly removable and 
equipped with a lock enabling quick access 
to components to authorized persons. 

Cables can be installed into the cabinet from 
the lower side of all panels and from the 
upper side of the rear panel. 

Cabinet cover is covered with standard cover 
plates, which can for the purposes of greater 
ventilation also be perforated.

Cabinets of the SR 700 type are on the rear 
side equipped with vertical cable holders 
(semicircular clamp 60mm X 170mm).
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19’’ SERVER CABINETS TYPE SR 600, SR 700, SR 800

You can choose among the following
options:

Due to environmental factors (temperature), nature of applications or aesthetic appearance, a 
standard type of cabinets can to a certain extent be changed.
You can choose among various types of doors:
  - Front side: metal perforated doors, glass doors in metal frame, metal doors
  - Rear side: metal perforated doors, glass doors in metal frame, metal doors
Installation of two cooling units – four ventilators – is possible on the cover.
“Bottom shelf” can be inserted at the bottom of the cabinet.
The cabinet can be equipped with a movable base appropriate for server cabinets.
In case of greater quantities you can select colours according to the Ral chart.
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19’’ SERVER CABINETS TYPE SR 600, SR 700, SR 800

You can choose among the following
options:

Due to environmental factors (temperature), nature of applications or aesthetic appearance, a 
standard type of cabinets can to a certain extent be changed.
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  - Front side: metal perforated doors, glass doors in metal frame, metal doors
  - Rear side: metal perforated doors, glass doors in metal frame, metal doors
Installation of two cooling units – four ventilators – is possible on the cover.
“Bottom shelf” can be inserted at the bottom of the cabinet.
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In case of greater quantities you can select colours according to the Ral chart.
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19’’ LOW CABINETS TYPE MPS 560

Low self-standing cabinets are intended for installing network equipment with a smaller 
number of cable connections or smaller computer networks. Various dimensions of low 
cabinets guarantee functionality of placing within a space.   

Cabinet technical description:

The cabinet is constructed of a frame, which 
is made of a steel sheet 1.5 and 2mm thick 
(colour Ral 7016), attached to the vertical 
supporting extruded aluminium profile 
(colour Ral 9006, 7016). 

A 19″ system made of steel zinc-coated 
sheet can be extended to desired depth. 

On the front side there are glass doors with 
a lock. Door glass is tinted gray. 

All side panels are quickly removable and 
equipped with a lock enabling quick access 
to components to authorized persons. 

Cables can be installed into the cabinet from 
the lower and upper side of the rear panel. 

Due to better stability the cabinet contains 
adjustable legs.
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You can choose among the following 
options:

Due to environmental factors (temperature), nature of applications or aesthetic appearance, a 
standard type of cabinets can to a certain extent be changed.
You can choose among various types of doors: glass doors in metal frame, perforated metal 
doors, and metal doors.
Back wall can be replaced by any door introduced above.
Instead of adjustable legs the cabinet can be equipped with a movable base appropriate for low 
cabinets.
In case of greater quantities you can select colours according to the Ral chart.
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10

Wall cabinets are used for smaller computer networks. Metal wall on the rear side of the 
cabinet enables quick mounting on the wall.   

Cabinet technical description:

The cabinet is constructed of a frame, which is made of a steel sheet 1.5 and 2mm thick (colour 
Ral 7016), attached to the vertical supporting extruded aluminium profile (colour Ral 9006, 
7016). 

A 19″ system made of steel zinc-coated sheet can be extended to desired depth. 

On the front side there are glass doors with a lock. Door glass is tinted gray. 

All side panels are quickly removable and equipped with a lock enabling quick access to compo-
nents to authorized persons. 

Cables can be installed into the cabinet from the lower and upper side of the rear panel. 

You can choose among the following options::

Due to environmental factors (temperature), nature of applications or aesthetic appearance, a 
standard type of cabinets can to a certain extent be changed.
You can choose among various types of doors: glass doors in metal frame, perforated metal 
doors, and metal doors.
In case of greater quantities you can select colours according to the Ral chart.
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19’’ WALL CABINETS TYPE ZD 560
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19’’ WALL CABINETS TYPE ZD 560

Drawing 560 ZD  
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19’’ SINGLE RACKS
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A 19″ rack is intended for specially secured environments, where access to 
applications to unauthorized persons is prevented. It is appropriate for organized 
environments, where mechanical and outdoor factors (dust, ambient temperature) 
cannot damage applications. A 19″ rack can in addition to the installation of various 
components and wiring also be used at introductory exhibitions and fairs.

Dimensions: Height of rack ranges from 30 He to 42 He.

Supply: Racks are custom produced. Delivery period is 21 days.

You can choose among the following options:

If you want to fix the rack, direct attachment to the floor is also possible.
A 19″ single rack can also be arranged into a wall construction of various dimensions, in which 
case installation of various applications is also possible.
In case of greater quantities you can select colours according to the Ral chart.
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19’’ DOUBLE RACKS

A 19″ double rack is used wherever applications require greater stability of installed 
components. In addition to a console shelf, a four-point shelf intended for greater 
depths and weights can also be installed on the 19″ double rack. 
Below a 19″ double rack is equipped with adjustable legs and a movable base.

Dimensions: Height of rack ranges from 30 He to 42 He.

Supply: Racks are custom produced. Delivery period is 21 days.

You can choose among the following options:

If you want to fix the rack, direct attachment to the floor is also possible.
A 19″ single rack can also be arranged into a wall construction of various dimensions, in which 
case installation of various applications is also possible.
In case of greater quantities you can select colours according to the Ral chart.



 
ADDITIONAL EQUIPMENT FOR 19” CABINETS AND RACKS
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Cable holder 1HE – wire
Cable clamps are coated with zinc
Enclosed nuts and screws

Cable holder 1HE – R60
Enclosed nuts and screws

Cable holder 1HE – Z4
Enclosed nuts and screws

Power strip 19˝ 230V  9 outlets 1HE
Enclosed nuts and screws

Power strip 19˝ 230V 8 outlets, 
with a switch 1HE
Enclosed nuts and screws
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AMZ PDU – 1623-08-1
Enclosed nuts and screws

AMZ PDU -1623/SW -08-1
Enclosed nuts and screws

Keyboard holder for attachment to 
19˝ perforated profiles
Enclosed nuts and screws

Cooling unit with two fans

Digital thermostat 1 He
Enclosed nuts and screws

ADDITIONAL EQUIPMENT FOR 19” CABINETS AND RACKS



 
ADDITIONAL EQUIPMENT FOR 19” CABINETS AND RACKS
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Temperature thermostat
Enclosed nuts and screws

19˝ plate with cable opening. 
Edge of the opening protected 
with a special profile.
Enclosed nuts and screws

Pull-out shelf PS 600 up to 28kg
Pull-out shelf PS 700 up to 28kg
Pull-out shelf PS 800 up to 28kg
Pull-out shelf SR 900 up to 28kg
Pull-out shelf PS 600 up to 120kg
Pull-out shelf PS 700 up to 120kg
Pull-out shelf PS 800 up to 120kg
Pull-out shelf SR 900 up to 120kg
Enclosed nuts and screws

Shelf 19″ PS 600 up to 120kg
Shelf 19″ PS 800 up to 120kg-600
Shelf 19″ PS 700 up to 120kg
Shelf 19″ PS 800 up to 120kg-800
Shelf 19″ SR 900 up to 120kg
Enclosed nuts and screws

Shelf 19˝ ZD 400 up to 28kg
Shelf 19˝ ZD 500 up to 28kg
Shelf 19˝ MPS 600 up to 28kg
Shelf 19˝ PS 600 up to 28kg
Shelf 19˝ PS 800 up to 28kg-600
Shelf 19˝ PS 700 up to 28kg
Shelf 19˝ PS 800 up to 28kg-800
Shelf 19˝ SR 900 up to 28kg
Enclosed nuts and screws



 

17

19˝ shelf perforated 2HE
Enclosed nuts and screws

19˝ shelf 2HE
Enclosed nuts and screws

ST holder
Enclosed nuts and screws

Semicircular cable clamp

Adjustable legs M10 

ADDITIONAL EQUIPMENT FOR 19” CABINETS AND RACKS
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19˝ shelf perforated 2HE
Enclosed nuts and screws

19˝ shelf 2HE
Enclosed nuts and screws

ST holder
Enclosed nuts and screws

Semicircular cable clamp

Adjustable legs M10 

ADDITIONAL EQUIPMENT FOR 19” CABINETS AND RACKS
 

ADDITIONAL EQUIPMENT FOR 19” CABINETS AND RACKS
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Trundle base

Cage nut and screw

19˝lamp with connecting cable



 
STANDARD DIMENSONS OF 19” CABINETS

OCabinets marked with a point are in stock and available within 3 days maximum.
Delivery period of other cabinets is 21 days maximum.
Delivery period of cabinets with special dimensions is 21 days.

DESIGNATION         WIDTH (mm)    G-DEPTH 
(mm)

H-HIGHT 
(mm)

g-DEPTH OF 
   RASTER

HE   HEIGHT    
      (kg)

STOCK

PS 6060 30 HE 600 600 1519 390 30 79 ●
PS 6060 32 HE 600 600 1608 390 32 81 ●
PS 6060 36 HE 600 600 1786 390 36 89 ●
PS 6060 38 HE 600 600 1875 390 38 92 ●
PS 6060 42 HE 600 600 2074 390 42 98 ●
PS 6060 46 HE 600 600 2255 390 46 105
PS 6080 42 HE 600 800 2074 576 42 111 ●
PS 7070 30 HE 700 700 1519 476 30 93
PS 7070 36 HE 700 700 1786 476 36 98 ●
PS 7070 42HE 700 700 2074 476 42 105 ●
PS 7070 46 HE 700 700 2255 476 46 112 ●
PS 8060 42 HE 800 600 2074 390 42 114
PS 8080 42 HE 800 800 2074 576 42 126 ●
PS 8080 46 HE 800 800 2255 576 46 137 ●

SR 6090 30 HE 600 900 1519 740 30 107
SR 6090 42 HE 600 900 2050 740 42 126 ●
SR 6090 46 HE 600 900 2230 740 46 133
SR 60100 42 HE 600 1000 2050 740 42 142
SR 7090 21 HE 700 900 1120 740 21 88
SR 7090 30 HE 700 900 1519 740 30 118
SR 7090 42 HE 700 900 2050 740 42 143 ●
SR 7090 46 HE 700 900 2230 740 46 151 ●
SR 70100 42 HE 700 1000 2050 740 42 154
SR 70100 46 HE 700 1000 2230 740 46 159
SR 8090 42 HE 800 900 2050 740 42 157
SR 80100 42 HE 800 1000 2050 740 42 163

MPS 5660 12 HE 560 600 614 385 12 30
MPS 5660 15 HE 560 600 747 385 15 34
MPS 5660 18 HE 560 600 880 385 18 38
MPS 5660 21HE 560 600 1014 385 21 42 ●
MPS 5660 24 HE 560 600 1147 385 24 46 ●
MPS 5660 27 HE 560 600 1280 385 27 51 ●

ZD 5640 6 HE 560 400 322 175 6 17 ●
ZD 5640 9 HE 560 400 455 175 9 19 ●
ZD 5650 12 HE 560 500 589 263 12 28 ●
ZD 5650 15 HE 560 500 722 263 15 31 ●
ZD 5650 18 HE 560 500 855 263 18 35 ●
ZD 5650 21 HE 560 500 989 263 21 39 ●
ZD 5650 24 HE 560 500 1122 263 24 44
ZD 5660 12 HE 560 600 589 385 12 30 ●



 
PRICE LIST OF ADDITIONAL EQUIPMENT

 

 

DESIGNATION PRICE 
EUR

Pull-out shelf ZD 500 up to 28kg 32
Pull-out shelf PS 600 up to 28kg  34
Pull-out shelf PS 700 to 28kg  36
Pull-out shelf PS 800 up to 28kg  39
Pull-out shelf SR 900 up to 28kg  43
Pull-out shelf PS 600 up to 120kg  85
Pull-out shelf PS 700 up to 120kg  87
Pull-out shelf SR 900 up to 120kg  102

Shelf 19″ ZD 400 up to 28kg 13
Shelf 19″ ZD 500 up to 28kg 14
Shelf 19″ MPS 600 up to 28kg 14,5
Shelf 19″ PS 600 up to 28kg 17
Shelf 19″ PS 700 up to 28kg 18
Shelf 19″ PS 800 up to 28kg 20
Shelf  19" SR 900 up to 28kg 22

Shelf 19″ PS 600 up to 120kg 30
Shelf 19″ PS 800 up to 120kg - 600 32.5
Shelf 19″ PS 700 up to 120kg 30
Shelf 19″ PS 800 up to 120kg - 800 33
Shelf 19″ SR 900 up to 120kg 36

Blind plate 1 He 6
Blind plate 2 He 7
Blind plate 3 He 8
Blind plate 4 He 9
Grounding strip 16
Power strip 19″ 230V 9 outlets 1 He 36
Power strip 19″ 230V 9 outlets, with a switch 1 He 36
19″ lamp 84

Cable holder 1 He – wire 11
Cable holder 1 He – R60 15
Cable holder 1 He – R100 19
19” plate with opening 1 He 8

Cooling unit; two fans 69
Panel with digital thermostat 1 He 69
Temperature thermostat 36
Cage nut and screw 0.4
Semi-circular cable clamp 2
Keyboard holder 22
Set of wheels for SR and PS cabinets 65
Set of wheels for MPS cabinets 29
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